APPLICATIONS

Muniflo™
Rotary Lobe Pump

Wastewater Industry Petroleum / Chemical Industry

= Primary & Secondary Sludge = Waste Oil Sludge

= Activated Sludge. . Lube Oil Sludge

= Digested Sludge Gelatin Solutions

= Thickening Sludge Biodiesel

= Dewatering Sludge Lime Sludge

e Scum

Pulp and Paper

= Coating Kitchen
= Waste Sludge = Latex
e Tars = Soap Scum
= Brewery Waste = Clay Slurry
= Oil/water Waste = Bio Solids Sludge

= Marine Bilge water

Food Industry
= DAF Sludge

= Thick Juices

= Sugar Syrup

= Waste Sludge
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Represented By: Sl

MUNIFLO PUMP

DIVISION OF EQUIPOMPE

www.muniflopump.com

Tel.: 1-800-738-5623
Fax: 1-800-693-5623

E-mail: info@muniflopump.com



http://www.muniflopump.com/
http://www.muniflopump.com/

MUNIFLO ™ Rotary Lobe Pumps

Preferred by Plant Maintenance for its “Maintain in Place” design, allowing all wetted parts (rotors, wear plates and mechanical

seals) to be replaced through the front cover.

MECHANICAL SEAL OIL

BARIER CHAMBER
OIL FILLED CHAMBER TO
LUBRICATED MECHANICAL SEALS

ROTOR TIMING

REAR TAPERLOCK
ASSEMBLY FOR EASY
ROTOR TIMING

GEARBOX
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PROTECTION

BEARING ISOLATOR FOR
GEARBOX PROTECTION

AIR GAP

AIR GAP PREVENTS
CONTAMINATION FROM THE |
PUMP HEAD ENTERING THE
GEARBOX (IN THE EVENT OF
SEAL FAILURE OR LEAKAGE)

GEARBOX

PROTECTION
BEARING ISOLATORSFOR
GEARBOX PROTECTION

FRONT LOADING

MECHANICAL SEALS
FRONT LOADING OIL
LUBRICATED MECHANICAL
SEALSARE STANDARD.

(PACKED STUFFING BOX
OPTION AVAILABLE) SUPERIOR SHAFT DESIGN

SPLINED SHAFTS (Sx or Eight Straight
Splines) FOR 100% LOAD TRANSFER

Made in North America since 1985
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WEAR PLATE

DESIGN
REAR & *RADIAL
WEAR PLATES
(* Optional)

ROTORS
ROTORSAVAILABLE IN A
VARIETY OF MATERIALS
(Ductile Iron, Stainless Steel,
Urethane or Buna Coated)

INSPECTION
FEATURE

HINGED FRONT COVER
FOR PUMP HEAD
INSPECTION

ROTOR ADJUSTMENT

FRONT TAPER LOCK ASSEMBLY
FOR ROTOR CLEARANCE SETTINGS

FRONT COVER

WEAR PLATE
REVERSBLE FRONT
COVER WEAR PLATE




